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* I nproved Art-Net and sACN network traffic filtering.

* Optimzed RDM tabl e of device nenory organi zati on

* DMX outputs are now turned off if | ow supply voltage is detected.
* | nproved displaying of fatal errors.

* All RDM U Ds and MAC addresses are now listed in the device info screen
* | nproved display of network address infornmation.

* User |nput Password Locking
Users nmay choose to password protect their XND-4. Once password protection
is enabled, the device will automatically lock itself on restart or when
the screensaver becomes active. Users may al so nanually | ock the user input
on their device via the nmenu.
* | ndependent Uni verses
Users may enabl e the assignnent of independent universe addresses per port.
In this case, the node does no | onger use the Net and Subnet address as
defined by the Art-Net standard, but each port has its own 15bit address,
which is al so displayed on the home screen
The follow ng factory presets nay be recalled fromthe nmenu:
* "Art-Net"
* "Art-Net, no RDM
* "1,2: Art-Net - 3,4: SACN'
* "Art-Net, Ofice Network"
* A selected output automatically becones unsel ected when no user interaction
has occurred for 20 seconds.
* The maxi mum nunber of RDM devi ces per output port is set to 250.

*

* Added support for sACN draft vO. 2.
* Fixed issue with non-zero start code sACN data packets.
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